
Nº 1
IP66/68  (2M CONT)

CONNECTING METHODS
(See Method 1 and Method 2 below)

Connector
    Size

Capacity Core Size

END CONNECTORS

Dinky
Small

Medium

Large
Extra Large

2 x 16 mm²

2 x 25 mm²
3 x 35 mm²

4 x 35 mm²
4 x 70 mm²

    IK 3
750/800V
    27 A

    IK 5
750/800V
    36 A

   IK 10
750/800V
    67 A

NUMBER OF KWIKBLOKS PER
RECTANGULAR BOX

Box
Size
No. 1 Max Max MaxPrac Prac Prac

Prac.:=  Practical number of Kwikbloks to be fitted 

:=  Configurations where Pratley End Connectors are the preferred
method of termination due to difficult bending and connecting heavier
conductors.

Method 2
Using End Connectors

CLOSE THE LID AND TIGHTEN SCREWS

Method 1
Using rail mounted
Kwikbloks

ACCESSORIES

91925/11/2025

Ò  FITTING INSTRUCTIONS FOR
PRATLEY STANDARD IP68

RECTANGULAR CABLE BOXES

CERTIFICATION & MARKING

IP 66/68 (2m cont.)  

XPL/17474/16.0567

APPROVED

Either rail mounted
Kwikblok terminals

or
end-connectors and 
sleeves can be fitted

Blanking Plug
with removable
Retaining Clip
which locks the

plug into position.

UNIQUE CLIP RETAINED
BLANKING PLUG

End clamp

Colour & alpha/numeric markers
optional

RAILS FOR
KWIKBLOKS

STAINLESS STEEL
MOUNTING SCREWS

BOX LID
Standard (Black) or

Polycorbonate (clear)
with Gasket

Kwikbloks

Saw off excess tails
and fit end connector

Insulating Sleeve
Pratley

end connector

N35 Rail

Cranked
Rail

End plate

Cranked Rail

N35 Rail

End connector
& Sleeve

N35 Rail

PratleyCranked Rail

4 x retained 
stainless
steel Lid
Screws

Can be fitted
with a Lock or

cable tie,
ID tag Supplied

Hinged
lid

Integral
Earth Harness

Can be suppled with
N35

or Pratley Cranked Rail
for use with Kwikbloks

10 x M20 gland entries

Closed entries can be fitted with
Clip retained blanking plugs

Lid
Standard
(black) or

Polycarbonate
(clear)

Internal
Earth

Retained
Gasket Fit per gland

fitting instruction
leaflet.

FITTING OF GLANDS

CERTIFICATION AND MARKING1

3

4

   IK 16
750/800V
   87 A

Max Prac

22

20 19

21 18

16

17

15

12

10

11

9

10

8 7

9

5

6

REPLACEMENT
LID SCREWS

NOTE:
Clip Retained Blanking Plugs
  for unused entries must be
        ordered seperately

BOX BASE

2 x 20mm drillable
conduit entries

(under box)

4 x
Mounting

Lugs

Tough engineering
plastic can be used in

corrosive areas

Locking
Boss

Position of
external earth

if fitted

7 Joules
Impact Resistant

@-20°C

2 BOX LID

Nº 1
IP66/68  (2M CONT)

Cable tie

CONGRATULATIONS!
You now have a  safe

IP68 rated Junction box.
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 1  Separate the retaining clip from the
     blanking plug. 

NB: FITTING A BLANKING PLUG:

   Push the blanking plug into the open2
     entry from the outside of the box.

   Insert the retaining clip over the blanking 3
      plug from the inside of the box.

    Make sure the lip on the retaining clip4
     is facing towards the blanking plug to
     ensure a secure seal.

3

2

4



Nº 1
IP66/68  (2M CONT)

VERBINDINGSMETODE
(Sien Metode 1 en Metode 2 hier onder)

Verbinder
Grootte

Kapasiteit Kern Grootte

ENTVERBINDERS

Dinky
Klein

Medium

Groot
Ekstra Groot

2 x 16 mm²

2 x 25 mm²
3 x 35 mm²

4 x 35 mm²
4 x 70 mm²

    IK 3
750/800V
    27 A

    IK 5
750/800V
    36 A

   IK 10
750/800V
    67 A

AANTAL KWIKBLOKS PER
REGHOEKIGE KAS

Kas
Grootte
Nr. 1 Maks Maks MaksPrakt Prakt Prakt

Prakt.:=  Aantal Kwikbloks wat prakties installeer kan word. 

:=  Konfigurasies waar Pratley Entverbinders verkies word a.g.v.
     moelike buig en verbinding van swaar kabels.

Metode 2
Gebruik Entverbinders

PAS DIE DEKSEL EN DRAAI SKROEWE VAS

Metode 1
Gebruik Spoorgemonteerde
Kwikbloks

TOEBEHORE

91925/11/2025

Ò  MONTEERAANWYSINGS VIR
PRATLEY STANDAARD IP68

REGHOEKIGE KABELKASTE

SERTIFISERING & MERKING

IP 66/68 (2m cont.)  

XPL/17474/16.0567

APPROVED

Spoor gemonteerde
“Kwikblok” terminale

of
entverbinders en

insuleerhulse kan gepas
word

Afdigprop met
‘n verwyderbare
C waster wat die

prop in ‘n
veilige posisie sluit.

UNIEKE C WASTER
BEHOUE AFDIGPROP

Entklamp

Kleur & alfanumeriese merkers
is opsioneel

SPORE VIR
KWIKBLOKS

ROESVRYE STAAL
MONTEER SKROEWE

KAS DEKSEL
Standaard (Swart) of

Polikarbonaat (deursigtig)
met Pakstuk

“Kwikbloks”

Sny oortollige geleier
drade af en pas

entverbinder
Insuleerhuls

Pratley
Entverbinder

N35 Spoor

Verhewe
Spoor

Entplaat

Verhewe Spoor

N35 Spoor

Entverbinder
& Insuleerhuls

N35 Spoor

Pratley Verhewe Spoor

4 x behoue
roesvrye staal
Dekselskroewe

Kan met ‘n slot of
Kabelhegbandjie gepas

word, Identifiserings
merker word verskaf

Skanier
deksel

Integrale
Aard harnas

Kan verskaf word met
N35 of Pratley Verhewe

Spoor wanneer
“Kwikbloks” gebruik word.

10 x M20 afdigstuk inlate

Geslote inlate kan met
C waster behoue afdigproppe gepas word.

Deksel
Standaard
(swart) of

Polikarbonaat
(deursigtig)

Interne
Aard

Integrale Rubber
 Seël Pas volgens

afdigstuk aanwysings
blaadjie.

PAS AFDIGSTUKKE

SERTIFISERING EN MERKING1

3

4

   IK 16
750/800V
   87 A

MaksPrakt

22

20 19

21 18

16

17

15

12

10

11

9

10

8 7

9

5

6

VERVANGINGS
DEKSEL
SKROEWE

NOTA:
C waster behoue afdigproppe
vir ongebruikte inlate moet
afsonderlik bestel word.
                 

ONDERSTE HELFTE

2 x 20mm geleipyp
inlate wat uit geboor kan
word (aan die onder kant

van die kas)

4 x
Monteerings-

punte

Taai ingenieurs-
plastiek wat in korrosiewe

areas gebruik kan word

Sluit Bus

Posisie van
eksterne aard
sou dit nodig
wees om dit
te gebruik

7 “Joules”
Impak Bestand

@-20°C

2 KAS DEKSEL

Nº 1
IP66/68  (2M CONT)

Kabelhegbandjie
VEELS GELUK!
Nou Het u ‘n veilige

IP68 Kabelkas.
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 1  Verwyder C Waster van die afdigprop.
     

LET WEL: OM ‘N AFDIGPROP TE PAS:

   Pas die afdigprop binne in die oop inlaat2
     van die buitekant van die kabelkas. Pas
     met die merking na buite.

   Pas of druk die C waster met die verhewe 3
      rant wat wys na die afdigprop, in die groef
      van die afdigprop. Dit verseker ‘n
      behoorlike seël.

3

2
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